IYPE Il MASTARM / CORED PIER FOUNDATION

Diameter “B”
See Chart

NOTES:
1.) Pole, base plate & anchor boffs shall be designed
by the pole manufacturer,

1 14" Bolt Opening [Ty

2.) Minimum foundation depth shall be checked 1o
insure adequate anchor bolt embedment,
clearance & projection.

|- 16" Bolt Circle

i

——
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3.) Optionai end anchorage for anchor bolts 2 / : f -
can be steel plate with threaded holes 2 :‘ #4 Tie bar at 12
designed by the pole manufacturer, S - {Tvp. for cil found.}

4.) Distance from face of cub to centerling of = \ Y 1* drainage frough
mastam foundation shall be 38" r

Bars equally spaced
______ {See char for # and size)
SOIL TYPE CIA B=2-6¢" DIA. B:%"-O;C DIA. B=3"-8"

(SEE GENERAL NOTE #7) | DEPTH (D)| VERIGA | DEPTH (D) | VERIGAL | DEPTH (D) | VERTIGAL
DRY SANDY SOIL 5-9" 10 #5 5-0 10 #6 P 10 #7
WET SANDY SOIL s 10 #5 6-0" 10 #6 5'-6" 10 #7

CLAYEY SOIL (MEDIUM STIFF) g-g" 10 #5 g8-o" 10 #6& g-0" 10 #7

ALLUVIAL SOIL 14-3* 10 #5 129 10 #6 119" 10 #7
GENERAL NOTES:

1.) Foundations shatl be class "A" cement

conctete masonry,

2.) Relnforcemert shall be AS.TM. AS15-Cr.é0.

3. A 16" bolt circle & anchor bolis shall be provided by the
confractor. The ancher bolts shall be supplied with ¢ templote
for sefting them & necessary bolt projection,

4.] Provide for the elecinical conduit as required,

1 V4" x 48" anchor boits with two {2) heavy hexagon nuts.
Bolts shall be gatvanized their entire length.

BExposed thieads shall be profected from concrete.

(8}

Sidewalk

5.} Excavation shall be by the auger method fo the nedt lines of the

outside dimenslon of the foundation without disturbing the soll around

and below the proposed foundatlon bottorn. Ne hand digging or

open cut excavation will be allowed,

4.] If the soll is disturbed of removed beyond the neat Ines of the
outside dimension of the foundation-as speclfied, It shali be
repiaoced with concrete. Any additional cost for the concrete
shall be paid for the confractor,. Al concrete shall be poured

info a squna tube form.

7.) Determination of existing sofl condifions shall be made by the

deslgn engineer.

8. Verticdl reinforcerment bars ars 1o be evenly spaced as shown.

9.] The: srnallest diameter founddtion shali be used that wik meet
the moment requitement & be o least 16" greater in diameter

han the bolt ciicle diomester,

10.] If & poor soil or ledge Is encountered, {ie. one which does not cpply 1o -
he design charts shown on this sheet} an alfemative design shall be
developed by the design engineer, Decisions made In notas 7 &10, shall be
submitted fo the BID for approval, i wtilitiss or underground obstructions are
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4— Class *A Concrele

Depth "D~
see Lhart

3 (yp.)

Diamater “B*

encountared, the contractor shall backfll the arect to s originad condition until
an citemnative design has been provided by the conhiactor’s design engineer.

See Chert
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